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BV is front runner in LNG bunkering 
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BV is front runner in LNG bunkering 

2 BV classed vessels

Courtesy Port of Goteborg
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LNG Propulsion - ships on order: Class Society Ranking 

Updated 23 may 2017



LNG Bunkering practices
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LNG bunkering usual pratices  

Shore to Ship

Ship to Ship

ISO containers LNG

Change over

Truck to Ship
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Truck to Ship bunkering (1/2)

This method is recognised as most suitable where the amount of LNG to be transferred is less 

than 200 cubic meters and when the commercial operation of the ship allows a sufficient 

duration for bunkering. 
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Truck to Ship bunkering (2/2)

In some cases, LNG trucks may bunker Ro-Ro ferries directly from the shipôs main open cargo 

deck to the bunker station. This bunkering method derives from normal practices of oil fuel 

bunkering methods used in Ro-Ro ferries. 
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Ship to Ship bunkering (ENGIE)



LNG bunker vessels 

SKANGAS
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Tank Options for LNG Bunkering Ships

SYSTEM TYPE EXPERIENCE LEVEL OF BV

ASSESSMENT

CYLINDRIC TYPE C 2 ships in service

4 ships on order 

DA

1 ship in service + 2 on order

GTT MEMBRANE MEMBRANE 1 ship on order DA

KOGAS / KC-1 MEMBRANE 1 prospective project DA

IHI / SPB TYPE B DA

SHI / SCA MEMBRANE DA

DSME / ACT-IB TYPE B AiP in January 2012

NORDIC YARDS / ADBT TYPE B AiP in December 2011

LNT A-BOXTM TYPE A AiP in May 2014

Lattice Technology / LPV TYPE C AiP in April 2016

Braemar / FSP TYPE B AiP in May 2016

Altair Engineering Sdn Bhd / CDTS TYPE B AiP/DA in progress



LNG PROJECTS IN SPAIN

BUREAU VERITAS
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3 LNG escort tugs

Ʒ Norwegian Shipowner: Ostenjo

Ʒ Norwegian Flag 

Ʒ Robert Alan Design

Ʒ Gondan shipyard (Spain)

Ʒ Dual Fuel Engines : 4000 DF

Ʒ Double walled vacuum insulated 
tank located below deck: Hanjung

Ʒ Powered by Wärtsila LNGPac

Ʒ Gas Safe Machinery Space

Ʒ BV nÁ: 29063S, 29064T y 29065U 


